PROPOSED SURFACE COURSE 127 L8 . VARIES
" SAWCUT FULL DEPTH (IF APPLICABLE) - INCLUDED
6 IN THE COST OF SIDEWALK REMOVAL PAY ITEM
EXIST. FLEXIBLE- s Ul
PAVEMENT l G U
PROPOSED BINDER COURSE s -—-%
EXIST. SIDEWALK OR GROUND

PROP, SIDEWALK OR PARKWAY
RESTORATION (TO BE PAID
FOR SEPARATELY)

SUITABLE BACKFILL MATERIALS
(CA-6 IF BENEATH SIDEWALK) =

PROP. 3/4“ PREFORMED EXPANSION
JOINT AT CONCRETE SIDEWALKS =

4" EARTH EXCAVATION AND REPLACEMENT WITH
SUBBASE GRANULAR MATERIAL, TYPE B 4” =

NOTE:

LONGITUDINAL BARS, IF ENCOUNTERED IN THE EXISTING CURB OR CURB AND GUTTER, -
ARE NOT TO BE REPLACED. CUTTING AND REMOVING LONGITUDINAL BARS SHA LL BE

INCLUDED IN THE COST OF CURB REMOVAL OR CURB AND GUTTER REMOVAL.

GAP BETWEEN EXIST PAVEMENT AND’/
PROPOSED CURB AND GUTTE

TO BE FILLED WITH CL, SS SI

CONCRETE (HIGH EARLY STRENGTH) =

PROP. COMBINATION CONC. CURB AND GUTTER
IN ACCORDANCE WITH STATE STANDARD 606001

INCLUDED IN THE COST FOR COMBINATION
CONCRETE CURB AND GUTTER

COMBINATION CURB AND GUTTER ADJACENT TO EXIST. PAVEMENT AND/OR SIDEWALK
N.T.S

2 B SEE NOTE 2
- < | w0
N

\TYPE B COMPACTED AGGREGATE BASE
(INCIDENTAL TGO P.C.C. SIDEWALK)

% CROSS SLOPE 2% OR AS SHOWN
ON CROSS SECTIONS

NoTES:.

1. ALL REQUIRED EARTH EXCAVATION TO CONSTRUCT P.C.C. SIDEWALK
SHALL BE INCIDENTAL TO THE P.C.C. SIDEWALK 5 INCH, SPECIAL.

2. THICKNESS SHALL BE INCREASED TO 7" WHERE SIDEWALK IS ADJACENT
TO A CONCRETE DRIVEWAY. (COST INCIDENTAL)

PROPOSED
STRUCTURE

P.C.C. SIDEWALK 5 INCH, SPECIAL
N.T.S.
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IF RECONSTRUCTION INCLUDES N - :
A NEW CONE, THE CONTRACTOR
SHALL REMOVE THE EXISTING T
CONICAL SECTION AND PLACE A — (—
NEW CONICAL SECTION ON THE I [
EXISTING BARREL SECTION N
\_ " “
R— S HERRINGBONE “ PATTERN L 4" GRANULAR BEDDING
F— — 6 PRE-CAST
L - CONC. BASE (TYP.)
1 — CATCH BASIN TYPE A WITH HALF TRAP
NOTE: INSTALL P.V.C. OR DIP TEE ON PIPES CONNECTING TO
ELEVATION COMBINED OR RELIEF MANHOLES ONLY.
N.T.S.
PAVEMENT PATCHING 6/-6"
(INCIDENTAL TO_REMOVAL AND
RECONSTRUCTION OF STRUCTURES)
N.T.3, PATTERN STAMPED CROSSWALKS
N.T.S.
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